“KueTAL

POLE CAP —\

SLIP FITTER DEPTH

3 DEG. MAX FROM HORTZ.

‘ RISE IN BRACKET ARM
c

SHQ

STANDARDS FOR HIGHWAYS AND

\ Aa (37-0" MAX ON 4°-10" ARMS)
T e e
1'-8" MAX. TAPERED ROUND
* BRACKET ARM
ROUND POLE DATA
WOUNTING N POLE DIA. BASE PLATE BoLT
HE IGHT LENGTH BT OM  [THTcknESs | sioE CIRCLE
FT FT . IN. IN. IN.
30 4 T0 10 7l 1 11, 10 - 11
3o 15 8 1 12 105 - 111y
30 20 8's 1 12 105 - 11,
30 25 9 1 13 1217 - 131,
30 30 9l 11 13 1215 - 131,
40 4 70 20 91/, 1 13 1217, - 130
40 NB 25 10!, 1174 15 14
40 NB 30 11 1174 155 15
40 NB 35 12 1, 17 16
MOUNTING 50 4 70 6 10'7 1 15 14
HEIGHT 50 10 TO 15 10', 174 15 14
“H" 50 20 1007, 2 15 14
50 NB 25 12 1124 17 16
50 NB 30 13 1%, 18 17
NOTES:
1. HANDHOLES AND TRANSFORMER
IDENTIFICATION TAG BASE OPENINGS SHALL BE INSTALLED
@r/_ ON THE SIDE OF THE POLE FACING AWAY
FROM TRAFFIC.
2. LIGHTING STRUCTURE DESIGN MAY VARY
ACCORDING TO THE LENGTH OF ARM AND
HEIGHT OF POLE.
3. MOUNTING HEIGHT SHALL BE MEASURED FROM
57 -0 MIN THE CENTER OF THE LUMINAIRE TO TOP OF
70" MAX THE POLE BASE PLATE.
4. BRACKET ARM ATTACHMENT SHALL BE
Q=== #ccess noLt wimn THE FULL STRENGTH OF THE POLE
FRAME AND COVER
SHAFT.
1'-0" MIN 5. POLE TAPER: 0.1" TO 0.14"
R PER FOOT OF LENGTH
=\ 6. TWO PIECE POLE SHAFT MAY BE USED
FOR POLES 50°' OR HIGHER.
D\ 3?3&?;355'522%&5 7. IDENTIFICATION TAG SHALL BE PLACED
\ ON SIDE OF POLE FACING TRAFFIC.
BREAKAWAY TRANSFORMER BASE 8. "NB” SICNIFIES THAT POLE SHALL NOT
(WHERE REOUIRED) BE USED ON BREAKAWAY BASE.
9. REFER TO APPROPRIATE 800 SERIES
STANDARD PLATE FOUNDATION DETAIL
FOR ANCHOR BOLT REQUIREMENTS.
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